SEQUENCE OF CONSTRUCTION

1. ALL EROSION AMD SEDIMENT CONTROLS HUST“BE GUNSTRUGTED.-STP.EILIZED,,AND FUNCTIONAL BEFORE SITE
DISTURBANCE WITHIN THE TRIBUTARY AREAS OF THOSE CONTROLS. ONLY UMITED DISTURBANCE IS PERMITTED TO PROVIDE
ACCESS TO THE EROSION AND SEDIMENT CONTROL AREAS FOR GRADING AND ACQUIRING BORROW TO CONSTRUCT THOSE -

CONTROLS.
2. INSTALL ROCK CONSTRUCTION ENTRANCE AT SUNFLOWER WAY.

) CONSTRUCT SEDIMENT BASING 1, 2 & 3 WiTH TEMPORARY SEDIMENT CONTROLS AND ROCK RIP—RAP PROTECTION,
AND IMMEDIATELY SEED AND STABILIZE. CONSTRUCT STORM SEWER FROM EW 80A TO INLET 79, AND CONSTRUCT A

BERM DOWNSTREAM OF INLET 78 TO CREATE SUMP CONDITION AT THE INLET. CONSTRUCT PERMANENT DIVERSION SWALE 4.
CONSTRUCT STORM SEWER FROM EW 43 TO INLET 84, AND CONSTRUCT PERMANENT DIVERSION SWALE 7. CONSTRUCT
PERMAMENT DIVERSION SWALES 1 AND 2, THESE CONTROLS MUST BE CONSTRUCTED, STABILIZED, AND CARABLE OF
HANDLING STORMWATER RUNOFF PRIOR TO EARTHMOMING ACTIVITIES UPSTREAM, OR STORMWATER BEING OUTLETTED TO

THEM. '

4. INSTALL TREE PROTECTION/ORANGE BARRIER FENCE AROUND WATERS OF THE UNITED STATES, TREES AND WOODED AREAS
TO REMAIN. INSTALL FILTER FABRIC FENCE. CONSTRUCT STONE FILTER BERMS, AND THE ROADWAY DIVERSION BERM ON SUNFLOWER WAY

5. SEE SEPTA LICENSE AGREEMENT PLANS FOR CONSTRUCTION SEQUENCE FOR SANITARY SEWER AND RINE ROAD
IMPROVEMENTS THROUGH SEPTA PROPERTY,

8. CLEAR AND GRUB SITE.

7 STRIP TOPSCIL FROM PROPOSED ROADWAY, BUILDING, AND DRIVEWAY AREAS. REMOVE OR STOCKPILE TORSOIL
FHERE INDICATED ON PLAN FOR USE WITH FINAL GRADING. INSTALL PERIMETER FILTER FABRIC FENCE AND IMMEDIATELY
APPLY TEMPORARY SEEDING AND MULCHING TO THE STOCKPILES. STOCKPILE HEIGHTS MUST NOT EXCEED 35 FEET

STOCKPILE SLOPES MUST BE 2.1 OR FLATTER.

B ROUGH GRADE ROADWAY, BUILDING, DRIVEWAY AND PARKING AREAS TD THE PROPOSED SUB-GRADE ELEVATION
AND GRADIENT. STABILIZE ANY SEVERE CUT AHD Fill EMBANKMENT AREAS IMMEDIATELY UPON COMPLETION.

a, CONSTRUCT BUILDINGS. BUILDING CONSTRUCTION, SIDEWALK INSTALLATION, AND DRIVEWAY CONSTRUCTION SHALL
PROCEED ON A LOT TO LOT BASIS., FiNISH GRADE AND PERMANENTLY SEED LOT AREAS UPCN COMPLETION OF BUILDING.

10. INSTALL SANITARY SEWERS AND MANHOLES, STORM SEWERS, INLETS, INLET FILTERS, AND PERMANENT ROCK ENERGY
DISSIPATERS, AND REMAINING UNDERGROUND UTILITIES. STORM INLETS ARE TO BE PROTECTED WITH SILT SACK OR ROCK
INLET PROTECTION ONLY IF THEY DO NOT DISCHARGE TO A SEDIMENT BASIMN, SEE SEPTA LICENSE AGREEMENT PLANS FOR

CONSTRUCTION SEQUENCE FOR SANITARY SEWER THROUGH SEPTA PRODPERTY.
1. CONSTRUCT CUREB AND CRUSHED STOME BASE COURSE FOR ROADWAYS.
12, CONSTRUCT BITUMINOUS BASE COURSE FOR ROADWAYS.

13 FINISH GRADE ALL REMAINING LAWN AND LANDSCAFE AREAS, AND RIGHT—OF—WAY AREAS AND PERMANENTLY
SEED ALL REMAINING EXPOSED AREAS.

14. AFTER FINAL SITE STABILIZATION HAS BEEN ACHIEVED, TEMPORARY ERDSION AND SEDIMENT CONTROLS MUST BE
REMOVED., THE STANDARD FOR A STABILZED, EROSION RESISTANT, PERENNIAL VEGETATIVE COVER WILL BE A UNIFORM
COVERAGE OR DENSITY OF 70% ACROSS THE DNSTURBED AREA. COMVERT SEDIMENT BASINS 1 AND 2 TO PERMANENT
BASINS  AFTER THEIR CONTRIBUTING DRAINAGE AREAS ARE STABILZED AND THE STORM SEWER IS FLUSHED CF
ACCUMULATED SEDIMENT. GRADE AND PERMANENTLY SEED REMAINING DISTURBED AREAS. AREAS DISTURBED DURING

REMOVAL OF THE CONTROLS MUST BE SEEDED AND STABILIZED IMMEDIATELY.
i5. FINISH PAVE ROADWAYS.

i?ll.. INFORMATION
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SOIL BOUNDARY LINES SHOWN WERE SCALED FROM MAPS PUBLISHED IN

COUNTY, PENNSYLVANIA" DATED APRIL 1967 BY S.C.S. {"SURVEY™).
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